Tender No

Minutes of Pre-bid Meeting

: OED/2017/001/PROJECT/VSUN & OED/2017/002/PROJECT/VSUN

For procurement of : For Procurement of ROBOTIC TOTAL STATION & RTK GPS

Venue

: Conference Room( 1% Floor), Ocean Engg. IIT, Chennai.

Date & Time :26/04/2017 & 3.00p.m

The following participants attended the meeting:

Representatives of IIT:

1. Prof.S.SURENDRAN CHAIRMAN
2. Prof.S.A.SANNASIRAJ MEMBER
3. Prof. K.MURALI MEMBER
4. Prof ANANTHAKRISHNAN MEMBER
5. Mr.J.LAZAR MEMBER

Representatives of Prospective Bidder's:

SI.No.

1.

M/s

M/s

M/s

M/s

M/s

M/s

M/s

Name of Firm
. PAN INDIA CONSULTANTS PVT. LTD
. GEOMAX POSITIONING SYSTEMS PVT. LTD
. PS BEDI SCEME.COM PVT LTD
. AIMIL L'TD
. ELCOME TECHNOLOGIES PVT. LTD
.SMART LAB TECH PVT. LTD

. TOPCON SOKKIA INDIA PVT. LTD

Represented by

Mr. C.MOHAN,VIBHOR GOEL
Mr. ASIF, K.JAISANKAR
Mr.A.SIVALINGAM
Mr.N.KATHIRESAN
Mr. S.P. BALAN, VIKRAM J.S,

SANAL JAGDISHAN
Mr. NATRAJAN

Mr. E.RAJAN

q ek T



Lists of Corrigendum

SL.No. For Limited Tender Existing Description To be read as
1 Using Long Range EMD — Using Long Range EMD —
) 3km or Better 2.5km or Better
2 360° prism Target aiming / 360° prism Target aiming /
’ OED/2017/001/PROJECT/VSUN | locking —upto 1000m/1000m | locking —upto 800m/800m
3 C1rculz;r1g‘r:11jir:gTarl;g:ttoalmmg Circular prism Target aiming
; N locking —
1500m/1000m / locking — upto 800m/800m
4. Interface — IP 65 Interface — IP 55
1. No. of Channel 300 or better | No. of Channel 250 or better
2 Operating System — Windows | Operating System — Windows
) EC7 EC7 or Android
OED/2017/002/PROJECT/VSUN | Capable to work GSM & low | b1 oo Gom &
3 power UHF radio, both built built in to the same GNSS
' in to the same GNSS sensor .
. sensor unit
unit
I Controller-unit Display — 4”
Display — 5”
4. el or above WVGA color touch

WVGA color touch screen

screen

. G

/B/XX(’—*"";',



OED/2017/002/PROJECT/VSUN

Processor — 1GHz

Processor — 800MHz or better

Keyboard & Screen —
800*480

Keyboard & Screen —
640x480 or better

User Interface — 7status LED
indicators, on or off buttons,
Webserver; full status
information configuration
options

User Interface — LED
indicators, on or off buttons,
Webserver; full status
information configuration
options

Initialization Time —
Typically less than 4 sec

Initialization Time —
Typically less than 8 sec

Demonstration has to be given within a week of inviting the
bidders.
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